






a  polymeric  binders  at  an  appropriate mixing  ratio  in  a mixer  or  extruder  and  subjecting  the  pellet‐shaped 
extrudate  to  injection molding  or  compression molding.1  Imbedding  the magnet  powder  within  a  polymer 
matrix  facilitates  the  formation of  complex  shaped magnets. Hence, bonded magnets  are  currently used  in 
various fields, the scope of which is constantly expanding. The demand for polymer‐bonded NdFeB magnets 
has increased because of their superior mechanical characteristics, corrosion resistance, magnetic properties, 
and  facile  processing  condition.2  The  polymeric  binders  that  shape  the  NdFeB  permanent magnets  can  be 
composed  of  different materials:  thermoplastic  polyolefin;  polyphenylene  sulphide  (PPS),  polyvinyl  chloride 
(PVC), latex or rubber, polypropylene (PP), polyethylene (PE), high density polyethylene (HDPE), polyamide or 
thermosetting  epoxy  resin,  nitrile  rubber  or  other  elastomers.  Bonded magnets  provide  an  almost  infinite 







This  research  focuses  on  the  characterization  of  different  resin‐  bonded magnets  and  their  additives  using 




This  study will  serve as  an aid  to  select  the  solvents  and  catalysts  that  are able  to  cleave  the bonds of  the 
different polymer matrixes. A next  step would be optimizing a  solvolysis process  as  a  first  step  in  the  total 
recycling of resin bonded magnets. It is understood that powerful solvents and/or increased temperature and 
pressure  is  need  to  break  up  such  the  resin.  Knowledge  on  polymer  and  metal  alloy  dissolution  must  be 
combined to develop a process that selectively dissolves the resin. 
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